
Jacketed Sanitary Tube, 
Fittings and Valve Assemblies 

• Sizes available:  1/2” - 6” OD Tube 
• Straight Lengths up to 20’ long. 
• Jacketed elbows and tees are avail-

able. 
• Materials of construction:  304 and 

316L stainless steel, AL6XN. 

Specialty 
Components 
Group 

• 316L and AL6XN assemblies 
available with heat number 
markings and material test 
reports. 

• Choice of interior and exte-
rior surface finishes available 
(up to 10Ra) including elec-
tropolish. 

• End connection options in-
clude, sanitary clamp, butt-
weld and bevel seat. 
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Jacketed Sanitary Tube, 
Fittings and Valve Assemblies 

Chicago 
 

7050 High Grove Blvd. 
Burr Ridge, IL 60527 
Phone 630/325-5130 
Fax 630/654-2518 

Indianapolis 
 

5647 West 73rd Street 
Indianapolis, IN 46278 
Phone 317/299-4372 
Fax 317/299-4912 

www.hollandapt.com 
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• Tube assemblies 
• Fittings 
• Pump casings 
• Diaphragm valves 
• Ball valves 

Custom Jacketed Process Assemblies for Heating or Cooling Applications 

Jacketed sanitary diaphragm 
 valve bodies 

Jacketed 2 x 1 divert diaphragm 
valve assembly 


